
A422S 

 

 

High Speed with High Reliability AWT 

▪ Thread and rethread small dia. holes < .015”. 

▪ Rethread through the kerf, on location and underwater. 

▪ Low maintenance, only five moving parts. 

A422S 



 

►WIRE CHOPPER UNIT 
     New wire chopper improves the storage capacity of used  
     wire.  (Optional) 

◄WIRE FEEDER UNIT 
     Wire feeder can supply wire continuously for extended 
     periods, about 150 hrs. with 30 kg loading of wire electrode. 
     (Optional) 

▪ Automatic lubrication equipment 
▪ AVR 
▪ Glass linear scale 
▪ Advanced LCD remote controller 
▪ Automatic wire threading  unit 
▪ Ethernet and USB port 
▪ .1 mm wire capability (optional) 
 
▪ Paper filter x 2 pcs. 
▪ Diamond guides x 2 pcs. 
▪ Energizing plates x 2 pcs. 
▪ Ion Exchange Resins x 1 pc (3 kg) 
▪ (submerged type:  6 kg) 
 Upper/lower flushing nozzles x 2 pcs. 
▪ Diamond guide remove jig x 1 set 
▪ Brass wire x 1 spool 
 
 

►WIRE CHOPPER UNIT 
 New wire chopper improves the storage capacity of  
 used wire.  (Optional) 

◄WIRE FEEDER UNIT 
 Wire feeder can supply wire continuously for extended 
 periods (about 150 hrs. with 30 kg loading of wire 
 electrode).  (Optional) 

▪ Automatic lubrication equipment 
▪ AVR 
▪ Linear glass scales 
▪ Advanced LCD remote controller 
▪ Automatic wire threading unit 
------------------------------------------------ 
▪ Paper filter x 2 pcs. 
▪ Diamond guides x 2 pcs. 
▪ Energizing plates x 2 pcs. 
▪ Upper/lower flushing nozzles x 2 pcs. 
▪ Diamond guide remove jig x 1 set 
▪ Brass wire x 1 spool 
▪ .1 mm wire capability (optional) 
▪ Ethernet and USB port 
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